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SAFETY DURING REPAIR WORK

1. In order to disassemble and repair the 
unit in question, be sure to disconnect 
the power cord plug from the power outlet 
before starting the work.

2. If it is necessary to replace any parts, they should be replaced with respective genuine parts for the unit, 
and the replacement must be effected in correct manner according to the instructions in the Service Manual 
of the unit.

 If the contacts of electrical 
parts are defective, replace the 
electrical parts without trying to 
repair them.

3. After completion of repairs, the initial state 
should be restored.

4. Lead wires should be connected and laid as 
in the initial state.

5. Modifi cation of the unit by the user himself 
should absolutely be prohibited.

6. Tools and measuring instruments for use in repairs or inspection should be accurately calibrated in advance.
 
7. In installing the unit having been repaired, be careful to prevent the occurence of any accident such as 

electrical shock, leak of current, or bodily injury due to the drop of any part.

8. To check the insulation of the unit, measure the insulation resistance between the power cord plug and 
grounding terminal of the unit. The insulation resistance should be 1M  or more as measured by a 500V 
DC megger.

9. The initial location of installation such as window, fl oor or the other should be checked for being and safe 
enough to support the repaired unit again.

 If it is found not so strong and safe, the unit should be installed at the initial location after reinforced or at 
a new location.

10. Any infl ammable object must not 
be placed about the location of 
installation.

11. Check the grounding to see whether 
it is proper or not, and if it is found 
improper, connect the grounding 
terminal to the earth.
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WORKING STANDARDS FOR PREVENTING BREAKAGE OF SEMICONDUCTORS

1. Scope
 The standards provide for items to be generally observed in carrying and handling semiconductors in relative 

manufacturers during maintenance and handling thereof. (They apply the same to handling of abnormal 
goods such as rejected goods being returned).

2. Object parts

 (1) Micro computer
 (2) Integrated circuits (I.C.)
 (3) Field-effective transistor (F.E.T.)
 (4) P.C. boards or the like to which the parts mentioned in (1) and (2) of this paragraph are equipped.

3. Items to be observed in handling

 (1) Use a conductive container for carrying and storing of parts. (Even rejected goods should be handled 
in the same way).

Fig. 1. Conductive container

 (2)  When any part is handled uncovered (in counting, packing and the like), the handling person must always 
use himself as a body earth. (Make yourself a body earth by passing 1M  earth resistance through a 
ring or bracelet).

 (3) Be careful not to touch the parts with your clothing when you hold a part even if a body earth is being 
taken.

 (4) Be sure to place a part on a metal plate with grounding.

 (5) Be careful not to fail to turn off power when you repair the printed circuit board. At the same time, try 
to repair the printed circuit board on a grounded metal plate.

1M

Fig. 2. Body Earth

Body earth
(Elimik conductive band)

Clip for connection with a
grounding wire

IC

A conductive polyvinyl bag IC

Conductive sponge
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(6) Use a three wire type soldering iron including a grounding wire.

Bare copper wire (for body earth)

Working table

Resistor 1 M  (1/2W)

Earth wire

Fig. 3. Grounding of the working table

Screw stop at the screwed
part using a rag plate

Soldering iron

Grounding wire

Fig. 4. Grounding a solder iron

 Use a high insulation mode (100V, 10M  or higher) when ordinary iron is to be used.

(7) In checking circuits for maintenance, inspection or some others, be careful not to have the test probes of 
the measuring instrument short circuit a load circuit or the like.

Metal plate (of aluminium, stainless steel, etc.)

Staple
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1. In quiet or stop operation, slight fl owing noise of refrigerant in the refrigerating cycle is heard occasionally, 
but this noise is not abnormal for the operation.

2. When it thunders nearby, it is recommend to stop the operation and to disconnect the power cord plug 
from the power outlet for safety.

3. In the event of power failure, the air conditioner will restart automatically in the previously selected mode 
once the power is restored. In the event of power failure during TIMER operation, the air conditioner will 
not start automatically. Re-press ON/OFF button after 3 minutes from when the unit off or power recovery.

4. If the room air conditioner is stopped by adjusting thermostat, or miss operation, and re-start in a moment, 
there is occasion that the cooling and heating operation does not start for 3 minutes, it is not abnormal      
and this is the result of the operation of IC delay circuit. This IC delay circuit ensures that there is no    
danger of blowing fuse or damaging parts even if operation is restarted accidentally.

5. This room air conditioner should not be used at the cooling operation when the outside temperature is   
below –10°C (14°F).

6. This room air conditioner (the reverse cycle) should not be used when the outside temperature is below        
–15°C (5°F).

 If the reverse cycle is used under this condition, the outside heat exchanger is frosted and effi ciency falls.

7. When the outside heat exchanger is frosted, the frost is melted by operating the hot gas system, it is not 
trouble that at this time fan stops and the vapour may rise from the outside heat exchanger.

! CAUTION
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SPECIFICATIONS

After installation

(W)

(A)

(kW)

(B.T.U./h)

(W)

DC INVERTERTYPE 

MODEL 

POWER SOURCE 

 TOTAL INPUT

 TOTAL AMPERES 
 
 CAPACITY

 TOTAL INPUT

 TOTAL AMPERES

 CAPACITY

DIMENSIONS
inch (mm) 

NET WEIGHT 

COOLING

HEATING

MODEL

FAN MOTOR

FAN MOTOR CAPACITOR

FAN MOTOR PROTECTOR

COMPRESSOR

COMPRESSOR MOTOR CAPACITOR

OVERLOAD PROTECTOR

OVERHEAT PROTECTOR

FUSE (for MICROPROCESSOR)

POWER RELAY

POWER SWITCH

TEMPORARY SWITCH

SERVICE SWITCH

TRANSFORMER

VARISTOR

NOISE SUPPRESSOR

THERMOSTAT

REMOTE CONTROL SWITCH (LIQUID CRYSTAL)

NO

NO

–

NO

NO

NO

NO

NO

YES

NO

YES

NO

YES(IC)

YES

REFRIGERANT CHARGING 
VOLUME

PIPES
WITHOUT REFRIGERANT BECAUSE COUPLING IS 

FLARE TYPE

INDOOR UNIT

(A)

(kW)

(B.T.U./h)

W

H

D

lbs (kg)

38W

TSC3

RAK-DJ36PHAA
1PHASE, 60Hz, 208 ~ 230V

B72214S2321K591V87 

                      RAK-DJ36PHAA

9.7  (2.05 - 9.96) 
14.69 - 13.29

2,750 (825 - 3,580)  
 

  3,800 (1,140 - 4,940)  

    20.30 - 18.36       

10.3 (2.64 -10.99)   

35,200 (9,008 - 37,500)

43-10/32" (1100)

  33,097 (7,000 - 33,984)  

11-26/32" (300)
10-8/32" (260)

30.07 (13.64)
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Figure showing the Installation of Indoor Unit
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Be sure to 
completely 
seal any gap 
with putty.

The indoor piping should be insulated 
with the enclosed insulation pipe. (If 
the insulator is insuffi cient, please use 
commercial products.)

MODEL  RAK-DJ36PHAA



Important Notice

Product Inspection upon Arrival

● Johnson Controls-Hitachi Air Conditioning North America LLC pursues a policy of continuing improvement in 
design and performance in its products. As such, Johnson Controls-Hitachi Air Conditioning North America LLC. 
reserves the right to make changes at any time without prior notice.

● Johnson Controls-Hitachi Air Conditioning North America LLC cannot anticipate every possible circumstance 
that might involve a potential hazard.

● This inverter air conditioning unit is designed for standard air conditioning applications only. Do not use this unit 
for anything other than the purposes for which it was intended.

● The installer and system specialist shall safeguard against leakage in accordance with local codes. The following 
standards may be applicable, if local regulations are not available. International Organization for Standardization: 
(ISO 5149 or European Standard, EN 378). No part of this manual may be reproduced in any way without the 
expressed written consent of Johnson Controls-Hitachi Air Conditioning North America LLC.

● This air conditioning unit will be operated and serviced in the United States of America and comes with a full 
complement of the appropriate Safety, Danger, and Caution, Warnings.

● If you have questions, please contact your distributor or contractor.

● This manual provides common descriptions, basic and advanced information to maintain and service this air 
conditioning unit which you operate as well for other models.

● This air conditioning unit has been designed for a specifi c temperature range. For optimum performance and 
long life, operate this unit within the range limits.

● This manual should be considered as a permanent part of the air conditioning equipment and should remain with 
the air conditioning equipment.

1. Upon receiving this product, inspect it for any damages incurred in transit. Claims for damage, either apparent 
or concealed, should be fi led immediately with the shipping company.

2. Check the model number, electrical characteristics (power supply, voltage, and frequency rating), and any 
accessories to determine if they agree with the purchase order.

3. The standard utilization for this unit is explained in these instructions. Use of this equipment for purposes other 
than what it designed for is not recommended.

4. Please contact your local agent or contractor as any issues involving installation, performance, or maintenance 
arise. Liability does not cover defects originating from unauthorized modifi cations performed by a customer 
without the written consent of Johnson Controls-Hitachi Air Conditioning North America LLC Performing any 
mechanical alterations on this product without the consent of the manufacturer will render your warranty null and 
void.

 

California Proposition 65

Proposition 65: This product contains chemicals known to the state of California to 
cause cancer, birth defects, and other reproductive harm. For more information, go 
to www.P65Warnings.ca.gov

WARNING!
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PRECAUTIONS DURING INSTALLATION

SAFETY PRECAUTION
  Please read the “Safety Precaution” carefully before operating the unit to ensure correct usage of the unit.

 Pay special attention to signs of “ ! Warning” and “ ! Caution”. The “Warning” section contains matters which, if not observed strictly, 
may cause death or serious injury. The “Caution” section contains matters which may result in serious consequences if not observed prop-
erly. Please observe all instructions strictly to ensure safety.

  The sign indicate the following meanings.

  Please keep this manual after reading.

WARNING

PRECAUTIONS DURING INSTALLATION
 Do not reconstruct the unit.

 Water leakage, fault, short circuit or fi re may occur if you reconstruct the unit by yourself.

 Please ask your sales agent or qualifi ed technician for the installation of your unit. Water leakage, short circuit or 
fi re may occur if you install the unit by yourself.

 Please use earth line.
 Do not place the earth line near water or gas pipes, lightning-conductor, or the earth line of telephone. Improper 

installation of earth line may cause electric shock.

 Be sure to use the specifi ed piping set for R32. Otherwise, this may result in broken copper pipes or faults.

 Do not use refrigerant other than the one indicated on the outdoor unit (R32) when installing, moving or repairing.
 Using other refrigerants may cause trouble or damage to the unit, and personal injury.

 A circuit breaker should be installed depending on the mounting site of the unit. Without a circuit breaker, the danger 
of electric shock exists.

 Do not install near location where there is fl ammable gas. The outdoor unit may catch fi re if fl ammable gas leaks 
around it.

 Please ensure smooth fl ow of water when installing the drain hose.

 Do not install the indoor unit in a machine shop, kitchen and laundry rooms when vapor from oil or its mist fl ows 
to the indoor unit. The oil will deposit on the heat exchanger, thereby reducing the indoor unit performance and 
may deform and in the worst case, break the plastic parts of the indoor unit.

CAUTION

The sign in the fi gure indicates prohibition.Make sure to connect earth line.

Indicates the instructions that must be followed.

PRECAUTIONS DURING SHIFTING OR MAINTENANCE
 Should abnormal situation arises (like burning smell), please stop operating the unit and turn off the circuit breaker. Contact 
your agent. Fault, short circuit or fi re may occur if you continue to operate the unit under abnormal situation.

 Please contact your agent for maintenance. Improper self maintenance may cause electric shock and fi re.

 Please contact your agent if you need to remove and reinstall the unit. Electric shock or fi re may occur if you remove and reinstall the unit 
yourself improperly.

 If the supply cord is damaged, it must be replaced by the special cord obtainable at authorized service/parts centers.

 If the air conditioner is not cool, one possible cause could be due to refrigerant leakage, so consult your dealer. 
 The refrigerant gas used in the air conditioner is harmless. But if refrigerant gas leaks into the room, harmful products are generated when 

in contact with fi re from appliances such as a stove heater. 
 When there is refrigerant gas accumulation in the room, immediately stop the air conditioner. Open the windows for ventilation and contact 

your agent.

W
A
R
N
I
N
G

!

!

!

PRECAUTIONS DURING OPERATION

W
A
R
N
I
N
G  Spray cans and other combustibles should not be located within a meter of the air outlets of both indoor and outdoor units.

 As a spray can’s internal pressure can be increased by hot air, a rupture may result.

!
  Avoid an extended period of direct air fl ow for your health.

  Do not insert a fi nger, a rod or other objects into the air outlet or inlet. As the fan is rotating at a high speed, it will cause 
injury. Before cleaning, be sure to stop the operation and turn the breaker OFF.

 Do not use any conductor as fuse wire, this could cause fatal accident.

 During thunder storm, disconnect and turn off the circuit breaker.

This symbol shows that the Operation Instructions 
should be read carefully.

WARNING

CAUTION

CAUTION

CAUTION

This appliance is fi lled with R32.
Refrigerant

Safety Group
A2L

This symbol shows that a service personnel 
should be handling this equipment with 
reference to the Installation Manual.

This symbol shows that there is information 
included in the Operation Manual and/or 
Installation Manual
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   Minimum Maximum Minimum Maximum

 Indoor Dry bulb 70°F (21°C) 90°F (32°C) 68°F (20°C) 81°F (27°C)

  Wet bulb 59°F (15°C) 73°F (23°C) – –

 Outdoor Dry bulb  -0.4°F (-18°C) 114.8°F (46°C)  -5°F (-20.55°C) 75.2°F (24°C)

  Wet bulb – – – –

Please note:
On switching on the equipment, particularly when the room light is dimmed, a slight brightness fl uctuation 
may occur. This is of no consequence.
The conditions of the local Power Supply Companies are to be observed.

Note
l Avoid using the room air conditioner for cooling operation when the outside temperature is below 

the minimum recommended temperature.
 The recommended maximum and minimum operating temperatures of the hot and cold sides should be as 

below:

Cooling Heating

Single Split model connection (RAC-DJ** series)
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Service space

CONSTRUCTION AND DIMENSIONAL DIAGRAM

INDOOR UNIT

MODEL:    RAK-DJ36PHAA

(*When piping is drawn
from the left side,
exchange the drain hose
for the drain cap.)

⇩

⇩

About 4.86" 123

UNIT:  Inch (mm)

10.59" 269
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MAIN PARTS COMPONENT 

THERMOSTAT (Room Temperature Thermistor)                  

  Thermostat Specifi cations                                 

FAN MOTOR                

  Fan Motor Specifi cations                      

CONNECTION

TEMPERATURE
             °C (°F)

INDICATION
16

INDICATION
24

INDICATION
32

MODEL  

OPERATION MODE    COOL HEAT

  ON 18.3 (64.99) 13.7 (56.61)

  OFF 15.0 (59.00) 16.7 (62.06)

  ON 26.3 (79.39) 21.7 (71.01)

  OFF 23.0 (73.40) 24.7 (76.46)

  ON 34.3 (93.79) 29.7 (85.41)

  OFF 31.0 (87.80) 32.7 (90.86)

325V

(Control circuit built in)

BLU : BLUE YEL : YELLOW BRN : BROWN WHT : WHITE

GRY : GRAY ORN : ORANGE GRN : GREEN RED : RED

BLK : BLACK PNK : PINK VIO : VIOLET

  RAK-DJ36PHAA

THERMOSTAT MODEL   IC

MODEL            RAK-DJ36PHAA

POWER SOURCE DC: 340V

POWER OUTPUT 38W
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WIRING DIAGRAM

8

MODEL RAK-DJ36PHAA



[Remote controller] (RC-AGU1EA0N)
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P.W.B  MAIN

P.W.B  RECEIVER
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PRINTED BOARD LOCATION DAIGRAM



Vertical sweep motor 2 (#1) 

Horizontal  sweep motor 2 (#1) 

#1:Some model do not have this function

Vertical sweep motor 1 (#1) 

Wi-Fi

Horizontal  sweep motor 1 
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BLOCK DIAGRAM
MODEL RAK-DJ36PHAA



BASIC MODE

0.
66

°C
1.

19
°F

-5.4°F (–3°C)

-5.4°F (–3°C)
-5.4°F (–3°C)

3.6°F (2°C)
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MODEL   RAK-DJ36PHAA 
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32.4°F (18°C)
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-18°F 
(–10°C)

-0°F 
(–0°C)

-9°F 
(–5°C)
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1.2°F 
(0.66°C)

1.2°F 
(0.66°C)

1.2°F 
(0.66°C)
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HEX
THERMISTOR 

5S-VALVE 
Ø15.88mm(5/8")

HEX
THERMISTOR 

64

5S-VALVE 
Ø15.88mm(5/8")

RAK-DJ36PHAA

3S-VALVE 
Ø9.52mm (3/8") 

3S-VALVE 
Ø9.52mm (3/8") 
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Procedure for Disassembly and Reassembly
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INDOOR UNIT RAK-DJ36PHAA
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NO. PART NO. Q’TY / UNIT PARTS NAME

1 PMRAS-X30HGT                                                    R02 1 TANGENTIAL FAN

2 PMRAS-25YH4                                                        908 1 P-BEARING ASSY

3 PMK-DJ09PHAA                                                      R05 1 REMOTE CONTROL

4 PMK-DJ09PHAA                                                     R06 1 REMOTE CONTROL SUPPORT

5 PMK-DJ36PHAA                                                     R03 1 DRAINPAN ASSY

6 PMK-DJ36PHAA                                                      R05 1 FRONT COVER ASSY

7 PMK-DJ36PHAA                                                      R06 1 FRONT PANEL

8 PMK-DJ36PHAA                                                     R10 1 S-COVER-R

9 PMRAS-72CHA3                                                      R01 1 AUTO SWEEP MOTOR

10 PMRAS-70YHA4                                                    R04 1 CABINET

11 PMRAS-70YHA4                                                      R13 1 BEARING COVER

12 PMRAS-70YHA4                                                      R12 1 FAN MOTOR BASE

13 PMRAS-70YHA4                                                     R16 1 FAN MOTOR SUPP-RU

14 PMRAS-70YHA4                                                      R15 1 FAN MOTOR SUPP-RS

15 PMRAS-70YHA4                                                     R09 1 MOUNTING PLATE

16 PMRAS-70YHA4                                                     R08 1 PIPE-SUPPORT

17 PMS-SH18RHLAE                                                  R03 1 AIR FILTER

18 PMK-DJ36PHAA                                                      R04 1 CYCLE ASSY

19 PMK-DJ36PHAA                                                       R07 1 H-DEFLECTOR 1

20 PMK-DJ36PHAA                                                      R08 1 H-DEFLECTOR 2

21 PMK-DJ36PHAA                                                       R01 1 PWB-MAIN

22 PMK-DJ36PHAA                                                       R02 1 PWB RECEIVER

23 PMK-DJ36PHAA                                                      R09 1 THERMISTOR

24 SPX-CFH22AC25 1 ACL FILTER

25 PMK-DJ09PHAA                                                       R03 1 FAN MOTOR

26 PMRAK-50PPD                                                        R07 1 TERMINAL BOARD (3P)

27 PMRAS-70YHA4                                                       R05 1 CAP

28

29

30

MODEL   RAK-DJ36PHAA
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Printed in Malaysia

SPECIFICATIONS AND PARTS ARE SUBJECT TO CHANGE FOR IMPROVEMENT

Johnson Control-Hitachi Air Conditioning Malaysia Sdn. Bhd.
AUGUST 2024

 RAK-DJ36PHAA PM NO. 0855E
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